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Material Type PPS Grade Name PPS 804 GM6

Features

ѻᴨ Good mechanical properties

ѻ Good dimensional stability

ѻ ⱴ Good molding and processing performance

ѻ Good surface

‰ Material Standard

ᶫ Availability ֒ Asian-Pacific

ⱴ Process Method Injection Molding

Appearance Natural

Applications ̆ AutomobilĕElectrical/Electronic Applications

General Properties

No. Properties Methods
ᵝ

Units
ῖ ṿ
Values

ᴆ
Test Conditions

1 Density ISO 1183-1 g/cm^3 1.96 23Ņ

2 ᵈ Tensile Strength at Max Load ISO 527-2 MPa 135 50mm/min

3 ᵈ Elongation at Break ISO 527-2 % 1.3 50mm/min

4 Flexural Strength ISO 178 MPa 215 2mm/min

5 Flexural Modulus ISO 178 MPa 19000 2mm/min

6 ‖₯ Notched Impact Strength ISO 179-1 kJ/m^2 7 23Ņ

7 Heat Deflection Temp. ISO 75-2 Ņ 260 1.8MPa,

8 Flammability UL 94 Class V0 1.6mm

9 Mold Shrinkage ≠ % 0.2-0.6 23Ņ

注：以上数据为实验典型值，真实可靠，仅作参考，不能认定为材料性能最小值。

Note：The technical data above are authentic and reliable for reference.These value cannot be defined as the minimal performance value.

ⱴ Processing conditions

ᴆ Drying Cond. 130Ņ *4-6 h

└ Moisture Control Ů0.05%

Injection Temp. 300-330Ņ(F), 295-325Ņ(M), 270-300Ņ(B)

Mold Temp. 130~160Ņ


